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Asbestos Re-inspection Survey Report July 3, 2013

Warehouse 5

GSA Building Number WA0821KF
2201 C Street Southwest

Auburn, Washington

RE-INSPECTION PROJECT SCOPE

At the request of General Services Administration (GSA), Med-Tox Northwest (MTNW),
representing U.S. Public Health Service Federal Occupational Health (FOH), performed a
condition re-inspection of GSA’s Warehouse 5 (building number WA0821KF) located at
2201 C Street Southwest in Auburn, Washington. A visual inspection was conducted and
provided a current physical assessment of previously identified asbestos-containing
building materials (ACBM) and materials that were assumed asbestos-containing as
identified in the May 1, 2007 EHS International, Inc. (EHSI) re-inspection report. Physical
assessment data from the 2007 EHSI report was also reviewed. Material location
drawings can be found in Appendix A. Copies of the current physical assessment data
sheets (Asbestos Re-inspection forms) can be found in Appendix B. This re-inspection of
GSA’s Warehouse 5 was performed on September 13, 2012 by FOH representative Marc
Rickert of MTNW, a certified Asbestos Hazard Emergency Response Act (AHERA)
building inspector. Mr. Rickert's AHERA building inspector certification is included in
Appendix C.

BUILDING DESCRIPTION

GSA’s Warehouse 5 is primarily a warehouse building with shop and office areas. Interior
finishes include exposed wood framing, gypsum wallboard and acoustical ceiling tile,
carpet and vinyl floor tile. The structure is wood-framed with a flat built-up roof. Heating
is provided by a hydronic system.

ASBESTOS CONTAINING MATERIALS PREVIOUSLY IDENTIFIED

As part of the scope of this re-inspection, the 2007 EHSI re-inspection report for GSA’s
Warehouse 5 was reviewed. This GSA facility does contain known friable and non-friable
ACM. The following table provides a summary of asbestos materials identified from the
2007 EHSI re-inspection report:

Material Location Quantity Abatement
estimate
Pipe lagging, small Throughout 1,350 linear feet $20.00 linear foot
and large bore
Pipe fittings, small Throughout 37 each $25.00 each

and large bore

9-x 9-inch vinyl
asbestos tile (VAT)
and mastic on
concrete

Bay 2, southeast
offices and break
room

492 square feet

$2.00 square foot
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9-x 9-inch VAT and
mastic on concrete

Bay 2, men’s and
women’s restrooms

48 square feet

$2.00 square foot

Cement asbestos Exterior siding 12,000 square $1.65
board feet
CAB roof drains Roof 500 linear feet $5.00

Note: Unit pricing could be much higher or lower based on the quantity of material that an abatement
contractor is bidding on.

Suspect ACBM may not have been previously sampled; therefore, was identified as
assumed ACBM. The following table identifies assumed suspect ACBM from the 2007
EHSI re-inspection report:

Material Location Quantity Abatement
estimate

Gaskets Throughout 12 each $20.00 each
Fire door cores Throughout 10 each $150.00 each
White patching on ceiling Throughout 100 square feet | $25.00 square
joists foot
Felt vapor barrier Exterior 1,200 square $0.50 square foot
associated with CAB in feet
exterior soffit
Floor expansion seam Throughout 2,200 linear $6.00 square foot
caulking* feet

*Material listed as sampled under EHSI 2007 re-inspection report assessment but listed under assumed
ACM in Executive Summary.

Note: Unit pricing could be much higher or lower based on the quantity of material that an abatement
contractor is bidding on.
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Suspect materials that were previously sampled and found to be non-asbestos containing
as identified in the 2007 EHSI re-inspection report are identified in the following table:

Material Location
Gypsum wallboard system Office areas and restrooms
Yellow carpet mastic Throughout
Window caulking/putty Exterior
Gray sink undercoating North break room

1-x 1-foot ACT with random hole pattern | Far northeast office
and brown mastic

Boiler gaskets None Given

Tan carpet mastic None Given

4-inch cove base and white mastic Throughout

Sheet vinyl and mastic Bay 2 men’s and women’s restrooms
Green carpet mastic None Given

12-x 12-inch vinyl floor tile and mastic None Given

Building caulking Throughout

Roofing material Roof

Roof flashing Roof

For a complete listing of the current re-inspection assessment forms, see Appendix B.

RE-INSPECTION OBSERVATIONS

All previously identified asbestos containing materials appear to be in good to fair
condition at the time of the re-inspection.

CONCLUSIONS AND RECOMMENDATIONS

The material condition should be monitored by all employees in the facility, and if any
damage is identified, notification must be made to the appropriate individuals.
4
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Based on our conclusions, FOH is making the following recommendations: Continue to
monitor material condition-any damage must be repaired or cleaned by asbestos certified
workers. At a minimum, asbestos awareness training should be provided to all
maintenance workers as required by Federal and State regulations.

If any remodeling or demolition is to be performed, FOH recommends that a destructive
inspection be performed. Destructive sampling would identify any concealed materials
that may be disturbed by the project and potentially exclude materials that are presently
known or assumed asbestos. Federal and State regulations require that any suspect
material be treated as asbestos-containing until laboratory analysis demonstrates that it is
non-asbestos. This sampling must be conducted by an accredited EPA/AHERA building
inspector. The analysis must be performed by an accredited laboratory.

A copy of FOH representative Marc Rickert’'s AHERA building inspector certification is
included in Appendix C.

LIMITATIONS

Reasonable effort was made by FOH to locate and reassess the condition of all materials
identified in the EHSI re-inspection. During the current re-inspection, not all rooms or
areas were accessible due to tenant restrictions. As part of this re-inspection, GSA
should note that only materials defined as being suspect materials in the EHSI re-
inspection were to be assessed during this re-inspection, and did not require the
addressing of concealed materials within the building. The scope of work did not include
verification of the original survey documents. While the assessment of these materials is
not required, sampling of these materials is required by local and/or State of Washington
regulations prior to renovations or demolition of a building. Destructive investigation and
sampling is required prior to any renovation or demolition of the building. Failure to follow
these recommendations may result in visible emissions of unknown asbestos materials
resulting in regulatory citations and monetary fines; FOH cannot be held liable or
responsible for failure to follow these recommendations.

This report has been prepared for the exclusive use of FOH and GSA; FOH cannot be
held responsible for interpretation by others of the data contained in this report; any use of
this report shall include the entire document. This re-inspection is not intended for use as
abatement plans, specifications or abatement project design.
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If you have any questions regarding this report or require further clarification, please do
not hesitate to contact me at (253) 351-0677.

Inspected By:

A«?)Lw 4Rt

Marc Rickert
AHERA Asbestos Building Inspector Certification #:13-BI-2501

Expires: 5/17/2013

Reviewed By:

Ingrid Holznagel

Project Manager

Attachments:
Appendix A — Drawings
Appendix B — Asbestos Re-inspection Forms

Appendix C — AHERA Building Inspector Certification
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ASBESTOS RE-INSPECTION
FORMS



AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

VBuilding Name: GSA Warehouse 5 ] Building Number: | WA0821KF
Service Center: Northwest/Arctic Region
Property Manager: Michelle Leach | Telephone: ! 253-931-7289

Address:

2201 - C Street Southwest, Auburn, Washington

HSA #:

304D

Functional Area / Location:

Floor 1: Bay 2 — Men and Women restrooms floor

ype of Asbestos [ Surfacing [] TSI B Misc. [ Friable B Non Friable [] Not Accessible
Recttrg 9" Green VAT and non-ACM mastic under non-ACM sheet vinyl, on concrete
[lAssumed ACM 1 Laboratory Analysis | ACM %: | Quantity: | 492 | FIsF OLF OEA

Date:

| Change from Prior Inspection: | [ Yes ﬁNo | Sample Taken:

[ Yes KNO

Amount of Asbestos Material: HQ\ “Z_

X sF OLF O EA

] Friable [] Non Friable

Asbestos Material Descri

pion: | G /AT UODERZ- SUELT i ?J\I/[,h

e
! \
N

~’| CONDITION AT THE TIME OF INSPECTION

Type of Damage: [ Deterioration [] Water [] Physical

Location of Damage:

[ Localized [Distributed

Extent of Damage:

[J0% [11-10%[J10-20% []>25%

Overall Rating:

[ Good [ Fair ] Poor

Damage Description:

High Medium  Low

Contact Frequency: 3 | ]

Vibration Influence: O O O
" Air Erosion Potential: (] O ]

Overall Rating: | O |

Comments:

Inspector Signature: jju Axrc. J Date q / (3/ (2
‘ AHERA Inspector Certification #: 1 IR-BTL - 25D '
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AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

. ?Buildin‘g Name: GSA Warehouse 5 ] Building Number: | WAO0821KF
Service Center: Northwest/Arctic Region
Property Manager: Michelle Leach ] Telephone: | 253-931-7289
Address: 2201 —- C Street Southwest, Auburn, Washington
HSA #: 216B
Functional Area / Location: | Exterior: Bay 1 and Bay 4 siding

L}g::nf.:fsbestos [ Surfacing [J TS! M Misc. M Friable 7] Non Friable [] Not Accessible
Szggfi;";o':‘"?‘e"a' Felt vapor barrier paper associated with cement asbestos board
M Assumed ACM [] Laboratory Analysis | ACM %: N/A r Quantity: 1,200 M sF [JLF [TEA

] L
Date: f C’ / ! 5/ i | Change from Prior Inspection: | [ Yes &No | Sample Taken: [ Yes [JNo
Amount of Asbestos Material: | 20 | JBsF OLF [J EA 0 Friable(ﬁ%\lon Friable

Asbestos Material Description: EFELT POCERZ. LD £z (S AY =S "

)
- CONDITION AT THE TIME OF INSPECTION

Type of Damage: [] Deterioration [] Water [] Physical Location of Damage: [ Localized []Distributed
Extent of Damage: 010% [71-10% ] 10—20% [ > 25% Overall Rating: O Good ) Fair ] Poor
~

Damage Description: l

POTENTIAL FOR DISTURBANCE

High Medium Low
Contact Frequency: O O O
Vibration Influence: O O [
Air Erosion Potential: [} ] [
Overail Rating: | O |

Comments:

Inspector Signature: ,&{/I/(O..Lfg_, Q4 W Date q ( l?) ["L
A ~ b 1

mAHERA Inspector Certification #: iz -~ BI" 250 {




AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

Y

e Building Name: GSA Warehouse 5 | Building Number: I WAO0821KF
Service Center: Northwest/Arctic Region
Property Manager: Michelle Leach ‘ Telephone: ] 253-931-7289
Address: 2201 — C Street Southwest, Auburn, Washington
HSA #: 372
Functional Area / Location: | Floor 1: Warehouse Bays 2-4 on wood joist beam at ceiling level

L);}::rg,f\sbestos [ surfacing [] TSI [ Misc. M Friable [] Non Friable [ Not Accessible
Asbestos Material .
Description: Patchmg
M Assumed ACM [J Laboratory Analysis ] ACM %: N/A i Quantity: 100 MsF OLF JEA

Date: ‘ Change from Prior Inspection: | [ Yes [ No | Sample Taken: [JYes [INo
Amount of Asbestos Material: 10 e | BsF CILF 01 EA | Priable [T Non Friable

Asbestos Material Description: (A_‘} ] I‘Tﬁ P /fyf’@ ' 7\3 /ﬁ o) fOI (’,El l/-( 'Q (f.’.: O{ 57"<

{1 CONDITION AT THE TIME OF INSPECTION
Type of Damage: )ﬁ—Deterioration [ water {] Physical Location of Damage: ] Localized goistributed

Extent of Damage: i 10% ﬁq -10%,[] 10~20% [ > 25% Overall Rating: [J Good ﬁ Fair ] Poor

Damage Description: 1

High Medium Low

Contact Frequency: O O /k
Vibration Influence: O M O
Air Erosion Potential: [} | ,JX
Overall Rating: O /)z( O
Comments: )

Inspector Signature: %\M $ Date q ’ 13 [ 1z

N\] AHERA Inspector Certification #: i3 - RL ~-2501

pa.




AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

N
"\__{Building Name: GSA Warehouse 5 | Building Number: | WA0821KF
Service Center: Northwest/Arctic Region
Property Manager: Michelie Leach I Telephone: [ 253-931-7289
Address: 2201 — C Street Southwest, Auburn, Washington
HSA #: 198
Functional Area / Location: | Floor 1. Northeast office ceiling

},,‘;‘;:,?;.fs"”‘“ {0 Surfacing [ TSI M Misc. [] Friable M Non Friable [ Not Accessible
fAnbestos Materlal Dark brown mastic associated with non-ACM 1’ACT with dot matrix pattern
Description:
[ Assumed ACM 7 Laboratory Analysis | ACM %: | Quantity: | 100 | FIsF OLF OEA

P

Date: | (t ‘ {3 h'Z. | Change from Prior Inspection: |KYes %o | Sample Taken: O Yes@o
Amount of Asbestos Material: & QLA l K(sF OLF [0 EA [ Friable {J Non Friable

Asbestos Material Description: | Rom(Ded MASTIC AcSodiaTED W/ No AceT Dot AATRIX

- CONDITION AT THE TIME OF INSPECTION
Type of Damage: [] Deterioration [] Water [] Physical Location of Damage: O Localized [Distributed
Extent of Damage: Mo% O1-10% [010-20% [ >25% Overall Rating: [0 Good [ Fair [] Poor

Damage Description: ‘

POTENTIAL FOR DISTURBANCE

High Medium Low

Contact Frequency: | |
Vibration Influence: O ]
Air Erosion Potential: [ |
Overall Rating: O 1 |

comments:  MKNTER i AL APPEARS “To HAVE REENR) ABATED Ages 1S
I THE FOooTtPRINT &F THE NEW DFFICE

A Mﬂ'k&mi\‘e@@j‘ e 9 {t% / (2

(—\} AHERA Inspector Certification #: IR-R1I-~2201
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AHERA ASBESTOS RE-INSPECTION

Physical Assessment Data

; kY
./ Building Name:

GSA Warehouse 5 | Building Number: | WA0821KF
Service Center: Northwest/Arctic Region
Property Manager: Michelle Leach | Telephone: | 253-931-7289
Address: 2201 — C Street Southwest, Auburn, Washington
HSA #: 3868

Functional Area / Location: | Floor 1: Throughout - See HM drawings

[3 Not Accessible

L{,‘:Z,?J.f‘s"es‘“ [ Surfacing B 781 [ Misc. M Friable [] Non Friable
Asbestos Material .
Description: TSI on small bore pipe runs

] Assumed ACM M Laboratory Analysis l ACM %:

[ Quantity:

|45O [DSFIZILFDEA

Date: J 2 (\3

{2 I Change from Prior Inspection: l [ Yes ENO l Sample Taken:

[ Yes [ZfNo

Amount of Asbestos Material:

HBo | OSF BMF O EA | X Friavle [ Non Friable

Asbestos Material Description:

PIPE LAGiNE - SMALL BORE

3

Type of Damage:

- CONDITION AT THE TIME OF INSPECTION

[ Deterioration [] Water [] Physicat Location of Damage:

[ Localized [IDistributed

Extent of Damage:

W] 0% [11-10%[110-20% [>25% Overall Rating:

[ Good [ Fair ] Poor

Damage Description:

Contact Frequency:
Vibration Influence:
Air Erosion Potential;
Overall Rating:

Comments:

High Medium Low

aooao

O p=d
pras 3
O ™
X O

Inspector Signature: m&,\,ﬁ jg\ E LAJQJ,::Q\' Date

.. AHERA Inspector Certification #: \ g = ’E;‘L - 250 (

G(|I3/lz_




AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

7y

.{ Building Name: GSA Warehouse 5 | Building Number: | WA0821KF
Service Center: Northwest/Arctic Region
Property Manager: Michelle Leach I Telephone: t 253-931-7289
Address: 2201 - C Street Southwest, Auburn, Washington
HSA #: 376
Functional Area / Location: | Roof: Roof

I,.";ZZ,}’:.."S"“‘°S [ Surfacing [J TSI B Misc. [ Friable [] Non Friable 1 Not Accessible

Asbestos Material
Description:

Cement asbestos roof drain pipes

| Quantity: | 500 | OSF M LF [ EA

CJAssumed ACM M Laboratory Analysis ’ ACM %:

Date: | Cf / i3 1(7_ 1 Change from Prior Inspection: t [ Yes ﬁ\No \ Sample Taken: [ Yes IE.'NO
Amount of Asb‘estos'Material: 5@@ ‘ H| SFﬂ LF O EA [ Friable ﬁNon Friable

Asbestos Material Description: a&‘l& 2 DO DR Al 05

-~ CONDITION AT THE TIME OF INSPECTION
Type of Damage: [ Deterioration [} Water [] Physical Location of Damage: [ Localized [IDistributed

Extent of Damage: ﬁ;o% [01-10%[110~20% []>25% Overall Rating: ’ﬁ Good [ Fair [J Poor

Damage Description: |

High Medium Lo

Contact Frequency: p=§ O ]

Vibration Influence: O O ®

Air Erosion Potential: O O X

Overall Rating: - O %

Comments:

Inspector Signature: Xma}c__ A\\QJJQ—JL Date q fl?) / 2
AHERA Inspector Certification #: 13- RI- 2501

O
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AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

Building Name:

GSA Warehouse 5

| Building Number: | WA0821KF

Service Center:

Northwest/Arctic Region

Property Manager: Michelle Leach | Telephone: [ 253-931-7289
Address: 2201 — C Street Southwest, Auburn, Washington
HSA #: 379A

Functional Area / Location: | Throughout - See HM drawings

Type of Asbestos
Material:

[ Surfacing M TSI [ Misc.

M Friable [] Non Friable

[[] Not Accessible

Asbestos Material
Description:

TSI on large bore pipe fittings

[ Assumed ACM [ Laboratory Analysis J ACM %:

] Quantity:

|22 |OISF OLF FEA

Date:

’ q'lc?, (iz_ | Change from Prior Inspection: | 1 Yes}ﬂ No | Sample Taken:

[ Yes MNO

Amount of Asbestos Material: Q2

EEEREE)

(& Friable [1 Non Friable

Asbestos Material Description:

PiPE F V4T, LARGE RoRE

)

Type of Damage:

-{ CONDITION AT THE TIME OF INSPECTION

[ Deterioration [] Water [] Physical

Location of Damage:

7 Localized [Distributed

Extent of Damage:

0% [11~10%[] 10-20% []>25%

Overall Rating:

| AGood [ Fair [] Poor

Damage Description:

Contact Frequency:

Vibration Influence:

Air Erosion Potential:

Overall Rating:

Comments:

Inspector Signature: M{] Oie_ *J- L@ })j

.. AHERA Inspector Certification #:

7

Date

Cf/l3/{2_

2 -Ri-2gol
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o ..-?Building Name:

AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

GSA Warehouse 5

| Building Number: | WA0821KF

Service Center:

Northwest/Arctic Region

Property Manager:

Michelle Leach

I Telephone:

| 253-931-7289

Address:

2201 — C Street Southwest, Auburn, Washington

HSA #:

386A

Functional Area / Location:

Floor 1: Throughout - See HM drawings

In‘;'::,gfsbesm [ Surfacing M TSI [ Misc. M Friable [J Non Friable [ Not Accessible
Asbestos Material — ,
Description: TSI pipe insulation on large bore pipe runs

[J Assumed ACM [ Laboratory Analysis l ACM %:

| Quantity: I 900

|EISF M LF [JEA

Date:

I C( \13 { v t Change from Prior Inspection: | [ Yes ﬂsNo

O Yes\ﬁ No

| Sample Taken:

Amount of Asbestos Material:

400

% Friable [J Non Friable

| O sF ®UF O EA

Asbestos Material Description:

PIPE LD/l Ol -~ |-ARGE BoRE

- CONDITION AT THE TIME OF INSPECTION

Type of Damage: [] Deterioration [] Water [] Physical Location of Damage: [ Localized [Distributed
Extent of Damage: ﬂo% O01-10%[110-20% [1>25% Overall Rating: 'M.Good 3 Fair [] Poor
Damage Description: ’
POTENTIAL FOR D!STQBE&NCE
High Medium  Low
Contact Frequency: O O M
Vibration Influence: O =4 O
Air Erosion Potential: O O .
Overall Rating: ] M O
Comments:
Inspector Signature: (" - Date q / 3 / /2.

.. AHERA Inspector Certification #:

7
\

5
4

N
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AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

. Building Name:

GSA Warehouse 5

| Building Number: | WA0821KF

Service Center:

Northwest/Arctic Region

Property Manager: Michelle Leach ‘ Telephone: l 253-931-7289
Address: 2201 — C Street Southwest, Auburn, Washington
HSA #: 379B

Functional Area / Location:

Throughout - See HM drawings

Type of Asbestos
Material:

O Surfacing M TSI [ Misc.

M Friable [] Non Friable

] Not Accessible

Asbestos Material
Description:

TSI on small bore pipe fittings

[ Assumed ACM [ Laboratory Analysis l ACM %:

| Quantity:

|15 IDSFDLFMEA

pate: |G {2

'(<z_ | Change from Prior Inspection:

| O Yes [XiNo

‘ Sample Taken:

[ Yes HNO

Amount of Asbestos Material:

(=

’E]SF O K ea

X Friable ] Non Friable

Asbestos Material Description:

PIPE FittinGS ~SMALL BORE

EY

Type of Damage:

/
- CONDITION AT THE TIME OF INSPECTION
[J Deterioration [[] Water [] Physical

Location of Damage:

[ Localized [TIDistributed

Extent of Damage:

Ro% [11-10%[110-20% [ >25%

Overall Rating:

P Good [ Fair [ Poor

Damage Description:

|

Contact Frequency:
Vibration Influence:
Air Erosion Potential:
Overall Rating:

Comments:

High

(|
O
O
O

Medium Low

=}
O
X
(

Inspector Signature;

)

5 AHERA Inspector Certification #:

A

Date

Aha/iz




AHERA ASBESTOS RE-INSPECTION

-~ Physical Assessment Data

*{ Building Name: GSA Warehouse 5 | Building Number: | WA0821KF
Service Center: Northwest/Arctic Region
Property Manager: Michelle Leach | Telephone: ‘ 253-931-7289
Address: 2201 — C Street Southwest, Auburn, Washington
HSA #: 367
Functional Area / Location: | Floor 1: Throughout

L’;ﬁ:r?;.“besm O Surfacing [1 TSI B Misc. {1 Friable ™ Non Friable [ Not Accessible
Szgifizison::ate"a] Floor expansion seam caulking

| Quantity: | 2,220 | OsF ALF CEA

[JAssumed ACM M Laboratory Analysis ! ACM %:

e S

Amount of Asbestos Material: %%%ﬁ% O sF X LF O EA [ Friable PdNon Friable

Asbestos Material Description: 5 fA M OAUL K‘l ‘0 la

Date: | q (3 I (2 F Change from Priorlln,spection: | [ Yes ﬂ No | Sample Taken: [ Yes ﬁNo

~--{ CONDITION AT THE TIME OF INSPECTION
Type of Damage: [ Deterioration [} Water 'ﬁ\ Physical Location of Damage: [ Localized KDistributed

Extent of Damage: 00% Kl 1-10% [110-20% 1> 25% Overall Rating: [ Good ]E.fair {1 Poor
Damage Description: I FOR KL} Cay TRNMFE F‘ C WAL (N s

High Medium Low
Contact Frequency: ﬁ [} |
Vibration Influence: O O Jrad
Air Erosion Potential: | O X
Overall Rating: X O %

Comments:

Inspector Signature: l" gUSQ ' L ﬁ; : si 2 ; ‘ Date q /' 3} ‘L

AHERA Inspector Certification #: l 3 . ’%‘I -7 ";0 ]

a
L



s,
)

-
——
4 Building Name:

AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

GSA Warehouse 5

| Building Number: | WA0821KF

Service Center:

Northwest/Arctic Region

Property Manager:

Michelle Leach | Telephone:

| 253-931-7289

Address:

2201 - C Street Southwest, Auburn, Washington

HSA #:

338

Functional Area / Location: | Floor 1: Throughout

'I“;I);;::rg[fsbestos 7 Surfacing [ TSI B4 Misc. [ Friable B Non Friable [ Not Accessible
Ashestos Material
Description: Gaskets

WIAssumed ACM [ Laboratory Anaysis | ACM %:

NA | Quantity:

| 12 |OsFOr Aea

Date: r q ( (3( i I Change from Prior Inspection: | (] YesENo

‘ Sample Taken:

[l Yes KNO

Amount of Asbestos Material: ( T

[ sF JLF EA
| =

[ Friable ] Non Friable

Asbestos Material Description: G Af) Kﬁ-‘r (S

3

- CONDITION AT THE TIME OF INSPECTION
| PR A TR LVEOT TS

Type of Damage: ] Deterioration [ ] Water [ Physical Location of Damage: [1 Localized [[]Distributed
Extent of Damage: P0% O 1-10% [0 10-20% [0 >25% Overall Rating: X Good [ Fair [J Poor
Damage Description: N / ﬂ
{
POTENTIAL FOR DISTURBANCE
—.mm_w_.,...w.-.._....WWWMMMEEEW. Medium Low
Contact Frequency: 1 (| &
Vibration Influence: (] 1 ﬂ
Air Erosion Potential: O O =
Overall Rating: O O i
Comments:
Mo d Wost s
Inspector Signature: ‘GM M Date q l ‘3 , (=

AHERA Inspector Certification #: )3 ‘B’f- 2D\




K \,\l
*_{ Building Name:

AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

GSA Warehouse 5

| Building Number: | WA0B21KF

Service Center:

Northwest/Arctic Region

Property Manager: Michelle Leach | Telephone:

] 253-931-7289

Address:

2201 — C Street Southwest, Auburn, Washington

HSA #:

304C

Functional Area / Location:

Fioor 1: Bay 2 -southeast offices and break room floor

m:g,?;fsbesms [ Surfacing (] TSI B Misc. [ Friable & Non Friable [ Not Accessible
3:‘;22‘,,‘1?0',“,'? terial 9" Green VAT and non-ACM mastic under carpet, on concrete

CAssumed ACM [ Laboratory Analysis i ACM %:

l Quantity:

| 492 | FsF OLF OEA

Date: [ ({ {53 hZ {Change from Prior Inspection:

[ O Yes T No ’ Sample Taken:

d Yesﬂ No

Amount of Asbestos Material: HQz2 s

[ﬁ\SF O O EA

[ Friable M Non Friable

Asbestos Material Description:

Geecen FloogTiLe (UBSDNER CARPET

Type of Damage:

| CONDITION AT THE TIME OF INSPECTION

r?ﬂneterioration 1 water [] Physical

Location of Damage:

x Localized [Distributed

Extent of Damage:

0% X 1-10%[]10-20% [ >25%

Overall Rating:

{1 Good ] Fair [ Poor

Damage Description:

ViSiBLE WEAL AT DooRUWvY

_POTENTIAL FOR DISTURBANCE

Contact Frequency:

Vibration Influence:

Overall Rating:

Comments:

High Medium Low

)4 O O
O O )8
Air Erosion Potential: O O b
X o ¥
WEARR AT DzoRWA k,/

Inspector Signature: MAW J\ @ A,.Q/A_ﬁ

Date

i3 i

__ AHERA Inspector Certification #: { 5;(2) (-850 i




~~
*{Building Name: GSA Warehouse 5 | Building Number: | WA0821KF
Service Center: Northwest/Arctic Region
Property Manager: Michelle Leach ’ Telephone: l 253-931-7289
Address: 2201 — C Street Southwest, Auburn, Washington
HSA #: 304B
Functional Area / Location: | Floor 1: Northeast office floor

AHERA ASBESTOS RE-INSPECTION
Physical Assessment Data

In)g::rgpASbesms [ Surfacing [] TSI [ Misc. [ Friable B Non Friable ] Not Accessible
ngirs;:,"ﬁso':fte"a' 9" Green VAT and non-ACM mastic, 12" VFT and non-ACM mastic on concrete
[JAssumed ACM [ Laboratory Analysis | ACM %: | Quantity: | 200 | FIsF CILF CEA

Date: |Ci'/ {2 I 2 | Change from Prior Inspection: | %Yes [ No | Sample Taken: [ Yes mo
Amount of Ast;estos‘Material: | OsF L £ EA [ Friable [] Non Friable

Asbestos Material Description:

CONDITION AT THE TIME OF INSPECTION

Type of Damage: [] Deterioration [] Water [] Physical Location of Damage: [[] Localized [Distributed

Extent of Damage: [10% []1-10%[] 10-20% [ > 25% Overall Rating: [} Good [] Fair [ Poor

Damage Description:

POTENTIAL FOR DISTURBANCE

o

Contact Frequency: O O |
Vibration Influence: O O O
Air Erosion Potential: O O 4
Overall Rating: O O O

comments: | ATER 1. APPEAZE T BRE ARATED. ENTIRE AREA \S
A MEW CCFICE , LOOKED UMDER CAQZE-T ANND VA WA
Not LoeTed .

Date Q"/Ie,]t‘z

Inspector Signature:

AHERA Inspector Certification #: ~ { =, — ® ._. i




)

AHERA ASBESTOS RE-INSPECTION

Physical Assessment Data

. Building Name: GSA Warehouse 5 | Building Number: | WA0821KF
Service Center: Northwest/Arctic Region
Property Manager: Michelle Leach | Telephone: | 253-931-7289
Address: 2201 - C Street Southwest, Auburn, Washington
HSA #: 304A

Functional Area / Location: | Floor 1: Northeast office floor

L);;::rglf\sbestos [ Surfacing [ TSI B Misc. [ Friable & Non Friable [ Not Accessible
Desooe nateri@l | g" Gray VAT with AGM black mastic on wood

[JAssumed ACM I Laboratory Analysis | ACM %: | Quantity:

| 100 | &IsF OLF [JEA

Date: [01 h% [ i | Change from Prior Inspection: iKYes dNo ’ Sample Taken:

[J Yes MNO

Amount of Asbestos Material: | OsF LF [ EA

[[1 Friable "] Non Friable

Asbestos Material Description: q i (&Q.Pt\l FLooR. TILE
7

Type of Damage:

| CONDITION AT THE TIME OF INSPECTION

[ Deterioration [] Water [] Physical Location of Damage:

[J Localized [Distributed

Extent of Damage:

0o% [31-10%[310-20% []>25% Overall Rating:

[0 Good [[] Fair [[] Poor

Damage Description:

Contact Frequency:
Vibration Influence:
Air Erosion Potential:

Overall Rating:

High Medium Low

O a O
O a O
O O a
0O O O

comments: . WATER AL APPEARS To HAVE REELS ARATED, EMTIRE

ARep 1 p N W oEEeiCe ., LOOKED umDER. CARPE T

AND VAT WDORS NoT LOCATED.

inspector Signature:

AHERA Inspector Cerlification #: | 2,— {R:[ - 2 <of

Jh

Date

C)!‘S!lz;

b
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AHERA ASBESTOS RE-INSPECTION

Physical Assessment Data

./ Building Name:

GSA Warehouse 5 | Building Number: I WAO0821KF

Service Center:

Northwest/Arctic Region

Property Manager: Michelle Leach ‘ Telephone: } 253-931-7289
Address: 2201 - C Street Southwest, Auburn, Washington
HSA #: 258

Functional Area / Location:

Floor 1: Warehouse Bays 2-4 - See HM drawings

L&;ﬁ:r?;l:&sbestos [ Surfacing [ TSI I Misc. [ Friable B Non Friable ] Not Accessible
Asbestos Material .
Description: Core Fire doors

Assumed ACM [ Laboratory Analysis J ACM %:

NA | Quantity: | 10 (10'x20) | OISF CJLF HIEA

Date: J q (3 2. | Change from Prior inspection: ] [ Yes E\No | Sample Taken:

[ Yes MNO

Amount of Asbestos Material:

[0+ iD'x 20" |O'sF O Xea

[C] Friable ENon Friable

Asbestos Material Description:

Flee Door=s - CoRL

\

%

“-{ CONDITION AT THE TIME OF INSPECTION
Type of Damage: [] Deterioration [] Water [] Physical Location of Damage: [J Localized [“]Distributed
Extent of Damage: ﬂo% 01-10% [ 10~20% []>25% Overall Rating: EGood [ Fair [] Poor

Damage Description: ‘

_POTENTIAL FOR DISTURBANCE

High
Contact Frequency: N
Vibration Influence: O
Air Erosion Potential: O
Overall Rating: O

Comments:

Inspector Signature: m&%’l‘w : Date

AHERA Inspector Certification #:

12-R7 - 7250



e

_.{ Building Name:

AHERA ASBESTOS RE-INSPECTION

Ry

Physical Assessment Data

GSA Warehouse 5

5

| Building Number: | WAO821KF

Service Center: Northwest/Arctic Region

Property Manager: Michelle Leach | Telephone: | 253-931-7289
Address: 2201 — C Street Southwest, Auburn, Washington
HSA #: 216A

Functional Area / Location: | Exterior: Bay 1 and Bay 4 siding

:\Tnﬁzr?:;fsmsms [J Surfacing [ TSI M Misc. [ Friabte I Non Friable [[] Not Accessible
A Materi
Dz:f,fiﬁison?te"a' Cement asbestos board
[ Assumed ACM [ Laboratory Analysis | ACM %: | Quantity: 1,200 | EISF [JLF [1EA

Date: | q { (g f (2 [ Change from Prior Inspection: |MYes [INo | Sample Taken:
1

[ Yes ﬁNo

Amount of Asbestos Material:

(2o

7] Friable [] Non Friable

| ®sF OLF O Ea

Asbestos Material Description:

CEMeT ASRESTDS RodrD SiDiNG

)
~ | CONDITION AT THE TIME OF INSPECTION

Type of Damage: [ Deterioration [] Water ‘KPhysical

Location of Damage: [ Localized Epistributed

Extent of Damage: O 0% ,Bh -10% [ 10-20% [1>25%

Overall Rating: ] Good &Fair I Poor

Damage Description: | BQZ)KEM 4iDING - DE' sz-l S

OpD wm_«.uat\\/

POTENTIAL FOR DISTURBANCE

High Medium Low
Contact Frequency: =4 'l O
Vibration Influence: 'l (] |
Air Erosion Potential: 'l O K.
Overall Rating: k{ d O
Comments: S (NS OF RECEMNT DARMALE

Date

Inspector Signature: M&w i M

q la‘s‘/}z

w AHERA Inspector Certification #: N \ 3 - '\“SI -2 SO t




Asbestos Re-inspection Survey Report July 3, 2013
Warehouse 5

GSA Building Number WA0821KF

2201 C Street Southwest

Auburn, Washington

APPENDIX C

AHERA BUILDING
INSPECTOR CERTIFICATION



I CORP AND JOINT BASE LEWIS-MCCHORD, PUBLIC WORKS ASBESTOS CERTIFICATION

Presented By The
Environmental and Natural Resources Division

Building 2012, JBLM, WA 98433 (253) 966-1776

MARC RICKERT

Has successfully completed the requisite training, under TSCA Title II, EPA AHERA & ASHARA M.A.P.
for the following discipline:

ASBESTOS BUILDING INSPECTOR REFRESHER

CERTIFICATION NUMBER: 13-BI-2501

.

Michael C. Roberg————

INSTRUCTOR:

Certification Date: 5/17/2012 Expiration Date:5/17/2013

State of Florida, Provider Number 3501, Course Number 6308




